
  

Country 575-765Model:

Distance to combustible
www.jydepejsen.com
Tlf. 96101200       Fax. 97425216
Nr. Felding,  DK-7500  Holstebro
Ahornsvinget 3-7
Jydepejsen A/S

Sheet/Sheets:

Date: 22/08-2014

450

27
5

85
0

Straight behind - without insulated flues

1 / 5

ACC EN13240
Test report: 300-ELAB-1321-CE

22613
4



  

Country 575-765Model:

Distance to combustible
www.jydepejsen.com
Tlf. 96101200       Fax. 97425216
Nr. Felding,  DK-7500  Holstebro
Ahornsvinget 3-7
Jydepejsen A/S

Sheet/Sheets:

Date: 22/08-2014

Straight behind - with insulated flues

2 / 5

ACC EN13240
Test report: 300-ELAB-1321-CE

85
0

425

22
5

22613
4



  

Country 575-765Model:

Distance to combustible
www.jydepejsen.com
Tlf. 96101200       Fax. 97425216
Nr. Felding,  DK-7500  Holstebro
Ahornsvinget 3-7
Jydepejsen A/S

Sheet/Sheets:

Date: 22/08-2014

3 / 5

300

30
0

Corner - without insulated flues

85
0

ACC EN13240
Test report: 300-ELAB-1321-CE

253

25
3



  

Country 575-765Model:

Distance to combustible
www.jydepejsen.com
Tlf. 96101200       Fax. 97425216
Nr. Felding,  DK-7500  Holstebro
Ahornsvinget 3-7
Jydepejsen A/S

Sheet/Sheets:

Date: 22/08-2014
4 / 5

85
0

Corner- with insulated flues

ACC EN13240
Test report: 300-ELAB-1321-CE

25
3

27
0

253

270



  

Country 575-765Model:

Distance to combustible
www.jydepejsen.com
Tlf. 96101200       Fax. 97425216
Nr. Felding,  DK-7500  Holstebro
Ahornsvinget 3-7
Jydepejsen A/S

Sheet/Sheets:

Date: 22/08-2014
5 / 5

100 degrees - with and without insulated flues

             Non-flamable floor

44
0

ACC EN13240
Test report: 300-ELAB-1321-CE


